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Enter Fan Diameter

4 5⁄8”
(118 mm)

3”
(76 mm)

Job Name ________________________________________________

Address __________________________________________________

General Contractor  ________________________________________

Distributor____________________________________________ ____

Model ______________Quantity ________Voltage/Phase_____

By ______________________________________________________

Company _________________________________________________

Address __________________________________________________

Date _____________________________________________________

Sizing Chart
Enter Fan Diameter

4 5⁄8”
(118 mm)

3”
(76 mm)

Sizing Chart

24”
(610mm)

9 1⁄4”
(235 mm)

5 1⁄2”
(140 mm) 5 1⁄2”

(140 mm)

18” Standard
 (457mm)

6”
(152mm)

PRODUCT SPECIFICATIONS
COMMERCIAL HVLS FAN



Mechanical Options

Voltage Fire Panel

  Wired Touch Screen

  Wired Touch Screen with Temperature Control

  Multi Fan Remote (2-6) Fans

  Slave Remote

  NEMA 4X Remote Enclosure

  NEMA 4X VFD Enclosure

  iFan 4.3 (12 Fans Max/3 Groups Max)

  iFan 7.0 (24 Fans Max/4 Groups Max)

  iFan 10.0 (30 Fans Max/4 Groups Max)

  BMS Interface Card

 120V Single Phase

 208 - 240V Single Phase

 208V 3 Phase

  Standard

  Networked

Control Options

*120V Power Required

*120V Power Required

*120V Power Required

  Modbus TCP/IP

  BACnet MSTP

  BACnet TCP/IP

  Slave Remote

  Humidity/Temperature Sensor

  BACnet TCP/IP

  BACnet TCP/IP                          BACnet MSTP

  Humidity/Temperature Sensor

  BACnet TCP/IP                          BACnet MSTP

  Humidity/Temperature Sensor

PRODUCT SPECIFICATIONS

 Mounting Extensions _____FT / M

 Silver (RAL 9006)

 Black (RAL 9017)

 White (RAL 9003)

 Red (RAL 3002)

 Extra Wide Beam Mount

 Laminated Wood Beam Brackets

 Truss Span Mounting Kit (consult factory)

 Z-Purlin Mounting Kit (consult factory)

RAL powder coat colors. Custom colors and combinations are available.
Available Colors

COMMERCIAL HVLS FAN

Fan 
Size Motor Hang 

Weight RPM

6 FT 1⁄3 HP 50 lbs (22.7 kg) 180

8 FT 1⁄3 HP 54 lbs (24.7 kg) 155

10 FT 1⁄3 HP 59 lbs (26.8 kg) 110

12 FT 1⁄3 HP 63 lbs (28.6 kg) 80

14 FT 1⁄3 HP 68 lbs (30.8 kg) 60

 Blue (RAL 5013)

 Green (RAL 6016)

 Orange (RAL 2004)

 Others ___________
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